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JEMILL 8STC

Stable CNC milling machine equipped with an 8-station tool changer

Linear guides in all axes - Servo drive in all axes

- All axes with recirculating ballscrews - Slewable control panel

- Tool changer carousel type - 8 tool stations - Siemens Sinumerik 808 D on PC for free computer
Solid, precise milling table, largely dimensioned and workstation
precisely machined surface with 3 T-slots - Including 2-year Siemens warranty

- Coolant equipment

SIEMENS-control

SINUMERIK 808D

Working area Cable routing
- Visible from 3 sides - in an energy chain
- Clear, durable Makrolon panes

- Warning light _f'?r

Connections
Easily accessible
Easily connected to
the machine

- Jack
USB
RS232

Handwheel
- electronic
Portable
reduces the setting time to a
minimum
Emergency-stop push button
- Acknowledgement button
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JEMILL 8STC

Mode fa

[tem No 3500430
Electrical connection
Electrical connection 400V / 3 Ph ~50 Hz
Total connected load 8.5 kW
Milling spindle
Driving motor 2.2 kW
Torque driving motor 14 Nm
Spindle seat BT 30
Cooling lubricant system
Motor coolant pump 90 W
Tank capacity 50 litres
Tool change system Size of mlllmg cutter [ 1
- Automatic Milling head dimension max. @ 65 mm
- Tool changer carousel type - 8 tool stations End mill dimension max. @ 30 mm
Speed- tool changing 8 sec. Accuracy:
- Tool diameter max.70 mm Repeating accuracy +0.015 mm
Positioning accuracy | +0.015 mm 1
Tool changer [ 1
Number of tool stations 8 tools
Tool diameter max. 70 mm
Tool length max. 300 mm
Tool weight max. 6 kg
Time - tool changing 6 seconds
Travels
X axis 310 mm
Y axis 200 mm
. Z-axis 300 mm
Control cabinet 2
Clearly arranged structure Fee.d CITEEEC " .
Generously dimensioned Rapid feed X / Y / Z axis 10,000 mm/min.
Torques servo motors
X axis 3.3 Nm
Y axis 5Nm
Z-axis 5Nm
Speed range
Speeds 50-9,000 min~ !
Milling table
Distance spindle - table 90 -390 mm
Table length x width 690 x 210 mm
T=slot size / number / distance 16 mm / 3/ 63 mm
Load (max.) 100 kg
Air connection
Central lubrication Connection minimum of 7 bar
reduces wear and extends the lifetime Bl rEndes
of the machine : Length x width x height 1,800 x 1,641 x 2,000 mm
Compressed air connection izl el 1,800 kg

Fast locking coupling

LSTARTER KIT BT 30" on page 110

Outstanding performance.

Simply intelligent.

User interface Sinumerik Operate Basic with Sinumerik start-
Guide for a new dialogue oriented user support which con-
ducts through the setting of the machine step-by-step and
reduces the time for commissioning to a minimum.

Informations:
,SINUMERIK 808D" on page 94
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